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1. CUSTOM FABRICATED HOOD EQUIP'D
W/ FIRE EXTINGUISHER SYSTEM. INSTALL
IN ACCORDANCE W/ U.F.C. AND KERN
CO. FIRE MARSHALL

2. OBTAIN PERMIT FOR THE FIRE
PROTECTION HOOD SYSTEM, PRIOR TO
INSTALLATION FROM K.C.F.D.

3. VER. ALL DIMS. FOR PROPER
COVERAGE OF KITCHEN EQUIP. CORD.
PROPER MAKE-UP W/ MECH

CONTR. /KITCHEN HOOD MFG

APPLIANCE PROTECTION
NOZZLE

PRE WIRED 4X4
ELECTRICAL BOX

THE RESTAURANT FIRE SUPPRESSION SYSTEM SHALL BE THE PRE—ENGINEERED
TYPE WITH A FIXED NOZZLE AGENT DISTRIBUTION NETWORK. IT SHALL BE LISTED
WITH THE UNDERWRITERS LABORATORIES, INC (UL 300).

THE SYSTEM SHALL BE CAPABLE OR AUTOMATIC DETECTION AND ACTUATION
WITH LOCAL OR REMOTE MANUAL ACTUATION. ACCESSORIES SHALL BE AVAILABLE

FOR MECHANICAL OR ELECTRICAL GAS LINE SHUT—OFF APPLICATIONS.

THE EXTINGUISHING AGENT SHALL BE ANSULEX LOW PH LIQUID FIRE SUPPRESSANT
DESIGNED FOR FLAME KNOCKDOWN AND SECUREMENT IF GREASE RELATED FIRES
IT SHALL BE AVAILABLE IN PLASTIC CONTAINERS WITH INSTRUCTIONS FOR LIQUID

AGENT HANDLING AND

USAGE

THE REGULATED RELEASED MECHANISM SHALL BE COMPATIBLE WITH FUSSIBLE
LINK DETECTION SYSTEM. THE FUSIBLE LINK SHALL BE SELECTED AND INSTALLED

ACCORDING TO THE OPERATING TEMPERATURE IN THE VENTILATING SYSTEM. THE
FUSIBLE LINK SHALL BE SUPPORTED BY A DETECTOR BRACKET/LINKAGE ASSEMBLY
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