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AB ANCHOR BOLT LAM PLAS LAMINATED PLASTIC 1. PROVIDE DRIVEWAY WITH ALL WEATHER SURFACE MINIMUM 10° WIDE. THIS BUILDING DESIGN SUBSTANTIALLY MEETS THE REQUIREMENTS OF . B
ngus QSSSQ#IEC CONCRETE l&% bﬁ%ﬁ?ﬁg (MAXIMUM 16% GRADE) TITLE 24 OF THE CALIFORNIA CODE OF REGULATIONS. OWNER: E §
ACO ST MAT ATy 2. THE INSTALLER SHALL PROVIDE CERTIFICATION OF ROOF COVERING SIKANDER S. JASSAR 8y e & 9
ALUM  ALUMINIUM MB MACHINE BOLT e SIGNATURE OF ENERGY ANALYST (DATE) 1129 UNION AVENUE ST 3; 3
ANOD  ANODIZED MECH MECHANICAL 3. PROVIDE THE ADDRESS IDENTIFICATION VISIBLE FROM ROADWAY WITH BAKERSFIELD, CA 93304 .
ARCH  ARCHITECTURAL MFR MANUFACTURER NUMBERS THAT ARE A MINIMUM OF 3 INCHES HIGH USING A 1/2” CONAPIOUOUS LN, THE INSULATION INSTALLER SHALL POST IV &\ 661-395-0113 e S
BD BOARD MIN MINIMUM STROKE THAT CONTRASTS WITH THE BACKGROUND COLOR AND ARE — HAYDEN CT o Q
BIT BITUMINOUS MET METAL THE INSTALLER AND THE BUILDER STATING THAT THE INSTALLATION . Q. &=
REFLECTIVE. (VISIBLE TO TRAFFIC IN BOTH DIRECTIONS)
BLDG  BUILDING NIe NOT IN CONTRACT CONFORMS WITH THE REQUIREMENTS OF TITLE 24, AND THAT THE Ly =
MATERIALS INSTALLED CONFORM WITH THE REQUIREMENTS OF 7] <
BLK BLOCK NTS NOT TO SCALE 4. PROVIDE CONSTRUCTION SITE ADDRESS: APPROVED NUMBERS OR TITLE 24, CHAPTER 2, SUBCHAPTER 4. ARTICLE 3. THE CERTIFICATE L o
BLKG  BLOCKING oc ON CENTER ADDRESS SIGNS SHALL BE PROVIDED FOR AT CONSTRUCTION SITES. SHALL STATE THE MANUFAGTURER'S MAME. HLTERIALS INSTALLED. “R® = &
THEY SHALL BE PAINTED ON THE FACE OF THE CURB ON THE FRONT SIDE : d
BT BOLT oD OUTSIDE DIAMETER VALUE, AND IN APPLICATIONS OF LOOSE FILL INSULATION THE MINIMUM SITE: —
BM BEAM OHC OVER HEAD CABINET OF THE LOT PRIOR TO THE FIRST INSPECTION. CURB NUMBERS SHALL BE INSTALLED WEIGHT PER SQUARE FOOT CONSISTENT WITH THE =
BOT BOTTOM OPNG OPENING A MINIMUM OF THREE INCHES (3”) IN HEIGHT AND HAVE A CONTRASTING MANUFACTURCR'S. LAGELED DENSITY FOR TiE. DESRED "R VALUE C-2 ZONING
OR REFLECTIVE BACKGROUND AND PERMANENTLY PAINTED ON THE CURB : 1129 UNION AVENUE
BUR BUILT UP ROOFING PART PARTITION FACE. TEMPORARY STREET NAMES SHALL BE PAINTED ON THE CURBS OF CEILING INSULATION "R” . BAKERSFIELD, CA 93304 !
CAB  CABINET PG POINT GRADE ALL STREETS AT THE STREET INTERSECTIONS. IN THE EVENT THAT NO ILING INSULATION "R™ VALUE (MIN. R=19).........: R—38 : CALIFORNIA AVE.
CEM CEMENT PL PROPERTY LINE CURB EXISTS, TEMPORARY CONSTRUCTION SITE ADDRESS SIGNS AND e memedRTe. APN 009-512~-047 3
CER CERAMIC PLAS PLASTER TEMPORARY STREET NAME SIGNS SHALL BE POSTED AT A HEIGHT WALL INSULATION "R VALUE (MIN. R=13)...ccocod p_ 19 % E
Cl CAST IRON PLF POUNDS PER LINEAL FOOT BETWEEN 48" AND 72". SUCH TEMPORARY SIGNS SHALL BE WEATHER . i o TmmmemmRe—
CJ CONTROL JOINT PLWD PLYWOOD RESISTANT ON APPROVED MATERIAL. ALL NUMBERS AND NAME SIGNS FLOOR INSULATION "R™ VALUE (MIN. R=13)u..ccsreceest N /A SITE_AREA ANALYSIS: ;
CcLG CEILING PR PAIR SHALL BE MAINTAINED TO THE SATISFACTION OF THE FIRE MARSHALL - ___/_ A
CLR CLEAR PSI POUNDS PER SQUARE INCH AND THE BUILDING OFFICIAL. DUCTING "R” VALUE (MIN. R=4.2)...ccc0ocvrurrererracrneencst R—4.2 11TH ST E. 11TH ST. P
CMU CONCRETE MASONRY UNIT PVC POLYVINYL CHLORIDE b e ST Lo SITE AREA: 21,000 SF 0.48 AC . : = : ~
COMP COMPOSITION QT QUARRY TILE 5. APPROVED NUMBERS AND ADDRESS SIGNS COMPLYING WITH STANDARDS THE BUILDER SHALL PROVIDE THE ORIGINAL OCCUPANT WITH A LIST OF BUILDING AREA EXISTING: 1676 SF - wn =
CONE  CONCRETE RAD RADIUS APPROVED BY THE FIRE MARSHALL AND THE BUILDING OFFICIAL. THE HEATING, COOLING, WATER HEATING, LIGHTING SYSTEMS AND : . n n
~ CONSERVATION OR SOLAR DEVICES INSTALLED IN THE BUILDING AND BULDING AREA TOTAL: 576 L >
ggﬁ?'l’ ggm%mugu'ﬂsON ggG gglc}:?RgRﬁllz GRILLE 6. :-?osgé%mNB%N—REMOVEABLE BACKFLOW PREVENTION DEVICES ON ALL INSTRUCTIONS ON HOW TO USE THEM EFFICIENTLY. U AREA AL: : E. 10TH ST.2 o x
cT CABLE TELEVISION REF REFRIGERATOR ) ‘ UNLESS OTHERWISE SPECIFIED, ALL NEW GLAZING SHALL BE MINIMUM | 10TH ST. L o) = <
cYL CYLINDER REINF REINFORCED 7. ALL STUMPS, ROOTS AND DEBRIS MUST BE REMOVED FROM SOIL TO DUAL GLAZED. = % s .
DBL DOUBLE REQ REQUIRED A MINIMUM OF 12 BELOW GROUND AT BUILDING EXTENTS. TOP OF WEATHERSTRIP ALL EXTERIOR DOORS AND WINDOWS. THE EXTERIOR i ) %)
DF DOUGLAS FIR RET RETURN FINISHED FLOOR TO BE A MINIMUM OF 6° ABOVE THE CROWN OF THE ENVELOPE OF THE BUILDING SHALL BE CAULKED AND SEALED TO LIMIT E. 9TH ST i
DIAG  DIAGONAL RM ROADWAY FRONTING THE BUILDING. SLOPE GROUND AROUND THE AR INFILTRATION. MANUFACTURED DOORS AND WINDOWS SHALL BE — 9TH ST <= : " —
AV DIACONAL RO ROUGH OPENING BUILDING PAD AWAY FROM THE FOUNDATION AT A MINIMUM 2% A I ILTRATION. MAN U RN oD ONDOWS, SHALL BE. . -
RS ROUGH SAWN GRADE FOR AT LEAST 5 FEET. - AL FENESTRA & C
e, R st ot . EACONET BAEER [0 BB U8 LA oY Al CTr, 2 =
ALL INTER| WA
8y poor S " Soup OoRe % RATNG OF FLAMESPREAD GLASS i os 10 MAVE A MINMOM OUTSIDE COMBUSTILE. AR INTAKE (6 0. N, FUEL DISPENSER CANOPY: 21 ¢ s st
DTL DETAIL §§2$° 2@2%%‘&5 9. INSTALL 2"X FIREBLOCKINGS WHERE VERTICAL SHAFTS IN STUD WALLS PROVIDE AUTOMATIC SETBACK THERMOSTAT ON ALL NEW HEATING EXISTING/ TO REMAIN . : NORTH
EA EACH SERV SERVICE EXCEED 10 FEET, AT FLOOR LEVELS, CEILING COVES AND SOFFITS. EQUIPMENT. nts.
EDF ELECTRIC DRINKING FOUNTAIN SHT SHEET SPACE CONDITIONING EQUIPMENT, WATER HEATERS, SHOWERHEADS AND —
£ EXPAN INT 10. FACTORY BUILT FIREPLACES AND CHIMNEYS SHALL BE INSTALLED . :
HEV  fEvanon C gm@ gmi‘;:'“c PER THE MANUFACTURER'S INSTALLATION INSTRUCTIONS. FAUCETS TO BE CERTIFIED BY THE CEC.
ENCL ENCLOSURE SL SLIDING GENERALLY LIGHTING FOR KITCHEN AND BATHROOMS SHALL HAVE AN
EQ . EQuAL SPECS SPECIFICATIONS N OCAND APPROVED b ALS AND SALCULATIONS SHALL BE SUBMITTED EFFICIENCY RATING OF NOT LESS THAN 40 LUMENS PER WATT.
2 souARe o8 : LOCATION MAP:
EWC ELECTRIC WATER COOLER ss STAINLESS STEEL INSPECTION. VAPOR BARRIERS ARE MANDATORY IN CLIMATE ZONES 14 AND 16. BUILDING AREA ANALYSIS: .
STD STANDARD
EXP  EXPANSION STL STEEL 12. GLUELAM BEAN CERTIFICATE REQUIRED AT FRAMING INSPECTION. IN BATHROOMS, USE WATER RESISTANT GYPSUM BOARD ON WALLS AT CONVENIENCE STORE:
b FLOOR DRAIN STOR STORAGE 13.  FLASH AND COUNTERFLASH AT ROOF TO VERTICAL WALL JUNCTION. SHOWERS AND TUBS. SHOWER AND TUB ENCLOSURES TO BE SAFETY GLASS. OCCUPANCY: M
FE FIRE EXTINGUISHER STRUCT ~ STRUCTURAL CONSTRUCTION TYPE: V (NON RATED) NO SPRINKLERS
Fi FIRE HOSE SUSP SUSPENDED 14. TEMPERED GLASS IS REQUIRED IN DOOR PANELS, IN GLAZING THAT ALLOABLE AREA: 8000 SF TABLE 58
FIN FINISH TEL TELEPHONE COMES WITHIN A 24" ARC OF A DOOR, WHEN BOTTOM EXPOSED EDGE - g ALPAUGH _\EARLIMART|_ DUCOR CALIFORNM, HOT
FG_ gl&lgg GRADE JEmP TR ERECND GROOVE IS WITHIN 60" OF A WALKING SURFACE, IN DOORS AND ENCLOSURES NOTES SPRINGS
AR . FLOOR %@Es"’ %gEg?oégNCRETE FOR BATHTUBS AND SHOWERS. ALLENSWARTH WNITE RIVER
FLUOR  FLUORESCENT 15. SHOWERS TO HAVE SMOOTH, HARD, NON—ABSORBENT SURFACE TO A ‘ ELANO
Foe FAGE OF Bhee %g{g %&%“S‘Ecx HEIGHT OF 10" ABOVE THE DRAIN INLET. DELAN "o O’;ZR';’_‘\&L:T
E&FA ,5285 8{: GRE&NRY TOP TOP OF PARAPET 16. PROVIDE MINIMUM TUB TRAP ACCESS OF 12°X12" OR SOLVENT CEMENT NOTE: CONTRACTOR 7O PROVIDE TO BUILDING DIVISION A W GLENVILLE '
FOS FAGE OF STUD T0S TOP OF SHEATHING PLASTIC PIPE JOINTS OR BRASS FERRULE WASTE CONNECTION. COMPLETED CEC FORM CF-6R PRIOR TO THE REQUEST FOR o6DY  GLENVILLI :,i
FT FOOT TOW TOP OF WALL A FINAL INSPECTION. IT IS UNDERSTOOD THAT NO FINAL TOTAL PARKING EXISTING = (12) LON HI
FTG FOOTING TS TOP SET 17. MINIMUM 30" VERTICAL CLEARANCE AT RANGES FROM COOKING INSPECTION WILL BE MADE UNTIL THIS FORM IS SUBMITTED. (NO CHANGES PROPOSED) LAKE ISABELLA £
GA GAUGE v TELEVISION SURFACE UNPROTECTED (OR 24" PROTECTED). HORIZONTAL MIRACLE HOT
SRV saLvANG N ONDCRRITERS LABORATORIES CLEARANCE TO COMBUSTIBLE MATERIALS PER MANUFACTURER’S SPRING ™
G, S o WMLESSNOTED SheRws: Bl o L R, JETOM o e e T = $ 2
GLB - GLUE LAMINATED BEAM VERT VERTICAL RANGE HOOD NOT DESIGNED FOR SELFVENTING TO ROOM. SHALL CHANGES FROM THE APPROVED PLAN DURING
HB GOsE Mo VEST VESTIBULE BE VENTED TO OUTSIDE AIR WITH A BACKDRAFT DAMPER. C)ONSTR"’CT'ON OTHER THAN: g
He O B pED w/ 1) CABINET CHANGES WHEN NOT BEING SUPPORTED
HD HEAD WAINS WAINSCOT 18. PROVIDE DRYER VENT TO THE OUTSIDE OF THE BUILDING WITH ENTIRELY BY THE ROOF STRUCTURE,
HDR HEADER We WATER CLOSET BACKDRAFT DAMPER. THE LENGTHS OF DRYER VENTS SHALL NOT 2) INTERIOR DOOR AND ZERO-CLEARANCE FIREPLACE . ¢
HDW HARDWARE e N HEATER EXCEED A TOTAL COMBINED HORIZONTAL AND VERTICAL LENGTH OF RELOCATION SHOWN ON THE APPROVED PLAN, BUILDING CODE: MCK|TTRICK -~
HT HEIGHT ND WINDOW 14 FEET, INCLUDING TWO 90 DEGREE ELBOW IN EXCESS OF TWO. FLEXDUCT 3) A SINGLE NON-BEARING WALL RELOCATION WHEN NOT
HMriz  HOLOM METAL wo WITHOUT CONNECTORS SHALL NOT BE CONCEALED WITHIN CONSTRUCTION ABOVE o CREATING AN A:%S%Aé.AEOV?MLLA;J&ISHES — ASCE/SEl 7-05  MINIMUM DESIGN LOADS FOR BUILDINGS : LORAINE @
3 - A 3
HVAC ggﬁg&%ﬁﬁg““”"w AR we WORER RRERTANT 19. SHALL CAUSE PLAN APPROVAL AND CONSTRUCTION TO BE ~ ACl 318-05/ 318R-05 KEENE
DL DIAMETER WWF WELDED WIRE FABRIC ALL SHOWER AND TUB/SHOWER CONTROLS TO BE WITH A PRESSURE SUSPENDED, A NEW PLAN CHECK (FOR A NEW PLAN
ReanD  INGEEDIAMETE WikM WOVEN WIRE MESH BALANCE SYSTEM OR THERMOSTATICALLY CONTROLLED MIXING SHOWING CHANGES) WILL BE SUBMITTED FOR REVIEW ~ 2005 WOOD DESIGN PACKAGE (NDS) ARVIN
INT  INTERIOR VALVE TYPE. AND APPROVAL THROUGH THE NORMAL PLAN CHECK
JAN-  JANITO 20. PROCESS. CALIFORNIA BUILDING CODE (CBC): 2007 EDITION LAKEVIEW GOLDEN HILL
JST JOIST C.OK COUNTY OF KERN ANY VERTICAL CUT AND FILL DIFFERENTIAL IN EXCESS OF 12"
iy BETWEEN ADJACENT PROPERTIES BY AN APPROVED RETAINING CALIFORNIA MECHANICAL CODE (CMC): 2007 EDITION TEHACHAPI
C.08B. CITY OF BAKERSFIELD WALL. WOOD RETAINING WALLS SHALL NOT BE USED TO RETAIN CALIFORNIA PLUMBING CODE (CPC): 2007 EDITION MARICOPA
MORE THAN 24” OF SOIL. RETAINING WALLS THAT ARE 2 FEET IN
< ANGLE QE‘YGSHTO #%%%%%R?% mg ?838;‘ %:- THE Foo&;q%-ls’ $o§g¥' NS CALIFORNIA ELECTRICAL CODE (CEC): 2005 EDITION NEW CUYAMA ~
E WALL A AT RETA )
€ CENTER LINE 12 INCHES OR MORE OF SOIL, REQUIRES PERMITS AND INSPECTIONS. CALIFORNIA ENERGY CODE: 2005 EDITION SOV AMA
@ AT SUBMIT ENGINEERED DESIGN. EBEC
21, cap L
R e LOT DRAINAGE: PROVIDE A 2% SLOPE AWAY FROM THE BUILDING FOR VENTUEOPA
® DIAMETER A MINIMUM OF FIVE FEET. SLOPE 1% IN THE REMAINDER OF THE GORMAN NORTH
LOT FROM REAR OF THE PROPERTY TO THE STREET. FRAZIER PARK NS, o 23
22, )
WHERE HEM—FIR TREATED SILL PLATES OR HEM—FIR STUDS ARE USED- P NN
VALUES IN TABLE 23-11-1-1 SHALL BE REDUCED B2% (FOOTNOTE 1 OF g L
UBC TABLE 23-11-1-1) ; l g 22
o] _—
N 2 ® o O O
STRUCTURAL OBSERVATIONS (1709): STATEMENT OF SPECIAL INSPECTIONS (1704): SHEET INDEX: g 88
]
PER CBC 2007 CHAPTER 17 PER CBC 2007 CHAPTER 17 cc g g 8
1. STRUCTURAL OBSERVATIONS MEANS THE VISUAL OBSERVATION OF THE STRUCTURAL . |
SYSTEM, FOR GENERAL CONFORMANCE TO THE APPROVED PLANS AND SPECIFICATIONS, ADDROVIDE SPECIAL INSPECTION WHRE BY SECTION 1701 OF THE CBC. ARCHITECTURAL: STRUCTURAL: MECHANICAL: g e
ADDITIONALLY, VERIFY OTHER AREAS REQUIRING SPECIAL INSPECTION WITH THE S S
}S\$S$IEGJI|FICANT CONSTRUCTION STAGES AND AT COMPLETION OF THE STRUCTURAL BUILDING OFFICIAL OF THE GOVERNING JURIDICTION. . <
. 73] -
2. STRUCTURAL OBSERVATIONS DOES NOT INCLUDE OR WAIVE THE RESPONSABILITY FOR 2. INSPECTIONS SHALL COMFORM WITH CBC SECTION 108 AND 1701 VERIFICATION AND INSPECTION _ |CONTINUOUS | PERIODIC | REFERENCED STANDARD | IBC REFERENCE A-0.0 COVER SHEET S-1.0 STRUCTURAL NOTES M-1.0 COVER SHEET/ DETAILS g g 2
. A
THE INSPECTIONS REQUIRED BY CBC 1701 OR OTHER SECTIONS OF THE APPLICABLE 3. INSPECTIONS SHALL BE PERFORMED BY QUALIFIED INSPECTORS AND TESTING g g
CODE AND APPROVED PLANS. AGENCIES RETAINED BY THE OWNER AND NOT THE CONTRACTOR. INSPECTIONS AND A-1.0 EX. SITE PLAN M-2.0 MECHANICAL PLAN 2 £
AGENCIES SHALL BE APPROVED BY THE GOVERNING JURIDICTION. S-2.0 FOUNDATION PLAN ' ~ N
3. STRUCTURCAT|EJ ’_‘(’)EBSSERXAT!OE%S SogEaEésrggsRE&su\rgce SHALL BE PRO\SIIDDED FOR € ' oy @ s
THOSE STRU INCLUDED IN SEIMI IGN CATEGORY D,E, OR F AS DETERMINED 4. COPIES OF ALL INSPECTION REPORTS AND TEST RESULTS SHALL BE FURNISHED N - o =M
IN SECTION 1613, WHERE ONE OF MORE OF FOLLOWING CONDITIONS EXIST: T%PI)HE OWNER, BUILDING DEPARMENT, ARCHITEGT, AND ENGINEER. COPIES OF THE - N A-1.1 SITE PLAN M-3.0 HOOD DETAILS | % e
A. THE STRUCTURE IS CLASSIFIED AS OCCUPANCY CATEGORY il OR IV IN R RTS AND RESULTS SHALL ALSO BE KEPT AT THE JOB SITE. . U A"’2 O EX FLOOR PLAN/ FLOOR PLAN 5-3-0 EX- ROOF FRAMING PLAN .‘I .4 E‘ (,3);5)
RS s G A SEEE R M BSFECTONS 0 e, TATIS Tt TR N S $
. AN APPROVED PLANS AND ALL APPLICABLI s
BABS-ETHE HEIGHT OF THE STRUCTURE IS GREATER 75 FEET (22 860 MM) ABOVE THE CODES AND STANDARD, SHALL BE SUBMITTED TO THE OWNER, BUILDING A-2.1  FIXTURE SCHEDULES / DOOR S-3.1  ROOF FRAMING PLAN ELECTRICAL % §2§
DEPARTMENT, ARCHITECT, AND ENGINEER. =L =J. . &
C. THE STRUCTURE IS ASSIGNED TO SEISMIC DESIGN CATEGORY E, IS CLASSIFIED AS - \ Qg’ )
o JSCUPANCY CATEGORY IO I IN' ACCORDANGE WHT SECTION 1604.5 AND 1S 6. STRUCTURAL OBSERVATIONS MAY BE REQUIRED BY THE JURIDICTION, ENGINEER, SCHEDULE/ RESTROOM LAYOUT B 23
Y —— ct QY. THESE CeSERVATONS DO NoT REFLAGE ANY of T EauineD 640 DETAILS E-1.0  COVER SHEET/ NOTES g o
D. WHEN SO DESIGNATED BY THE REGISTERED DESIGN PROFESSIONAL IN RESPONSIBLE A-3.0 E[_EVATIONS ' = SIS
CHARQrEl Eoui') .. 7. SPECIAL INSPECTION IS REQUIRED FOR THE FOLLOWING WORK: ’ E-2.0 POWER / LIGHTING PLAN i3] ND
E. WHEN SUCH OBSERVATION IS SPECIFICALLY REQUIRED BY THE BUILDING OFFICIAL. CONCRETE WITH F'C OVER 2500 PS] A-4.0 REFLECTED CEILING PLAN / S-4.1 DETAILS
4. WHEN REQUIRED THE OWNER SHALL EMPLOY THE ENGINEER OF RECORD OR HIS EZ%’T(Y,N%%TSE[? ANCHORAGES ROOF PLAN E-3.0 ONE LINE DIAGRAM
DESIGNEE TO PERFORM STRUCTURAL OBSERVATION. DATE:  03-26-09
5. WHEN REQUIRED, THE CONTRACTOR SHAL BE RESPONSIBLE FOR SCHEDULING -4, ETAIL SCALE: AS NOTED
STRUCTURAL OBSERVATIONS WITH AFINAR CIVIL ENGINEERS. A MINIMUM OF 72 HOURS A-5.0 EXISTING BUILDING 542 D S
ADVANCE NOTICE IS REQUIRED TO SCHEDULE OBSERVATIONS. ' 5 E CTI O N S DRAWN: AA/LJF
REQUIRED STRUCTURAL INSPECTIONS PLUMBING: JOB NO: 0734
A-5.2  BUILDING SECTIONS A-00

A-6.0 ARCHICTECTURAL DETAILS

P-2.0 GAS, SEWER, WATER, PLAN




