75 Al office complex interior partition walls to be & minimum of 10’ 5 1 (owam storefront opening is to be protecied by exterior pipe bollands 12.5 If local code requires low—voltage wiring to be in conduits above 14.8 Codz ond identify ol conductors approprictely and
high with designed lateral bracing. Provide " plywood backing and by security shutlers surface mounted at the the inside foce of ceiling, provide minimum 3/4" conduit for all low-—voltage ~ permonently by number and color for the purpose of
behind qypsum wall board on designoled walls, partitions and furring the storefront framing system. Painted pollards are to be filled systems including ielephons: signal and poging systam {typicad . identificotion and servicing of the system within the contral
in monager's officz and equipment closet and ot all wolle in cash §-inch diameter pipe with o minimum srabedment of 38" and an paging system gpeaker locotions are shown on shest A2.0¢ 9 panal and at goch pont of ternination oulside of lhe
office (sez enlarged plan protolype sheel £4.0) equal spacing of between 647 (mar) and 54" (min). Sez site sile—specific plan moy be oblained from fhe Ross constiuction ~ contral pangl.
specific Tenant's Plan for layout and finish color. Securily shuitsrs reprasentative). '

38 The interior separahon wall between the loilet complex and ihe : are lo be DMl Security Soluhions surface mountsd irderior “Safestore” 1410 The fire olarm control ponel is o be mountsd whate
¢ifice complex on one side and the fitting room complex on the manual/spring operated shutters with 45—~E slals in o "Funch Style 2.6 At each lighting panel, provide on2 fighting contral panzl {LCP) ~ shown in the approved finol Plons. A dedicated 120voc,
olher is to full height, acouctically insuloled with o double loyer of 51" patiern. Shuller, housing, and trock finish is to match the finish bow. Where lighting ponels ore adjecent, one LCP box may be 10 emp circuiled outlet, red device color, is to be
taped ond sanded drywall on the office complex side and the fitling of the starefronl system opproved by the Rozs store designer {clzor used. provided ot the locolion of the firs olarm control panel
room complex side respectvely, both complata 1o the roat structure ancdized oluminum is stondard). Shutter track lacking is 45 be by f and so permanently identified on the autlel cover plate
above.  See additionol requirsments applying to the toilel complex wterior thumb tum on all openings excepl the shutter in the zaress 12.7 Exterior fighlad signs {including reloted exterior sign lighting) are Sehedule and coordinatz systam cennzclion to two
wolls al 77, 7.8 and 7.9 below. ppening.  Track locking of the shufter in the egress opening is to be to be contralled by Hovor EMS. HVAC lo be controfled by EMS dedicoted islephong lines (line & primary, line 3 sacondary)

by key, operating o Best 7-pin cyclinder accessible {rom the outsids and time schedules. through the assigned Ross construction representative

77 Gypsum wall boord installzd in the jonitor's closel is o be woler face of the shuttzr and G—inches off the center of the opening for :
resistant type. storefront door 1 {employes entry). Coordinate shutters with eniry mat 128 The fingl electrical drazmngs ore lo contain @ 3/8" = I'-0 1411  The remate keypod ond onnunciotor aré {s be mounted o

system +/- 1/27 Ihickness abuve finish floor, scale plan ond elevalions of the dectrical roam showing an the south wing wall at the front of the slors cleser o

78  Toilst Compler Acoustical Walls. Acoustical wall trealment s to be ' accuralely drawn, labeled layout of ol glecirical dsvices including the exit door unless required to be mounizsd els wherz by
Lmited o ths {hose interior walls of fhe loilet room compler that .11 Closers for wterior dotrs ara to be se fo an operating pressure of but not limited to main swilch, lronsformers, glecirical pansls, local cods and authority hoving junsdiction.
are common with the fiting room complez, the office complzx and, hetwezn 4-3/4 and § pounds. HCR panel, ielephons terminal and board, fire control planel and :

s may occur from time lo tim2 in some non-prolotypical ol equipment required by Ross, such as Hovar EMS pansls and 14.12 At an appropriate time schaduled prior to lurnover, ihe
configurations, the stockroom comples.  Toilet rosm walls thai ore .12 Hurricane shutters are fo be inslalled to protect the storsfront glazing security panel (see £}S ond Secunty contacts fisted on sheet fire alarm system suppher—instoller is to contact ADT
sommon o the junitor's closet and loilst room vestibule arz not ond doors ot any location within the ASCE designaiad "hurricans 200}, Al such equipment must be in ihe electrical room. Security Services at {300) 4532247 =xlension 2803 lo
required 1o be acoustically sealed.  Acoustically ssaled lailet suscepioble region”. Shullers are to hove recessed housings wilh make ihe final connection and commence fire alarm
complex wolls are to hove ocoustical woll nsulation, o double loyer mioterized conirol inside siore. Shullers are to be designed fo 12.9 Power oullets lo be Hubbell, os indicoted, with groy devices for system monitoring.  Turncver is not complete without
of toped, joint staggered =l hoord on the non—igitst room sids of withslond 100 yzor peok gusts as defined by ASCE {Americon Secisly dirty power: all P outlets ore to hove rad devices ond MCR v rommencement of system maoniloring.
the common wall, fioor tracks ssl in sealant and whare waoll device of Civi Engineers) 7-938 wind zonss. : powar oullsls {clean power) are to hove crange devices, Al :
penatralions can not be gueidzd those must be isoloted ond fully covar plafas are I be brushed stoinless stael 1413 The fire alarm system supplier—installar is to pre—program
sealed. The double layer of qypsum wall board iz o e instollzd ull ihe contral pongl as o fully aperational lecal sysiam and.
height to the roof strucluz above See enlarged plan pratotype 9 COMSTRUCTION ~ PLUMBING 12,10 Al new slectrne panels o have copper buss. ‘ must leave i a slesved binder attached o the panzl ot
shest A-4 0 for protolype configuration and (he Sitg—specific Ab-1 programming keys, codes manuals ond other devicss
Tenant’s Plan for non-prototyps configurations. o1 One ten {1Q) qallon eleclrical woler heoter, miniaum 4-K¥ {unless 1711 Cicuit sales floar for two level swilching 1/2 and full lighting; necessary for future re—programming together with

more is requirad by code) is o be instalied in the janitor's closet. fitting room ond foyer fighting is to be for thrse level switching, supplier-installer's contact nome ond phong number. MO

23 The interior walls of the loilet rcoms are te b2 provided with o g 1/3 -2/3 - full lighting. EXCEPTIONS. *
floor to B-mnches above seiling substrate of 5/8" axterior type A-T g2 See plumbing fixlure ond accessory list, prolotyps sheet A% O, for
plywoed installed oS backing for accessary installation and os a plumbing fixture specificalions and for the number and lecobons of 1212 All controctors ore to leave pull wires in conduits after 1814 Submit completed electrical plans for review lo ADT
mounting surface for the full height Morliz FRP loilel room finishzd prototype toilet room fistures and necessonies. inctatlotion of lheir work. Sacunty Systeme, Mational Accounts, Fozs Stores Project
wall surface. ' Teom and lo Ross conslruction representative {se2

. 9.3 Two (2) hoss bibbs, one lotatsd adjocent, to the store front and ona 1213 The Final Plans are o prowde for the complete slecbicat profotype shest A0.0 ond the inttotion letler 1ssued by ihe

710 The Ross construction representative is to b2 given 8 ong wazk nzor Uhe raceiving areq, recessed with non—fresze stems, bankflow connection of the HVAC and EMS controfler(s) even if the Ross stere designer for contoct names and addrasses).
notice prior 1o the expecied closing of interior fraraing ond rough pravanters ond stainless: steal locking cover (deliver two sels of keys circuiting may not be shown in those plans. The
electrical,  Whether ar not the consiruclion representative 1S able fo tn Ross construclion representative at turn—cver) are to be provided. architect—of-racord and the londlord's controcior must insure 14.15  An inspected, possed. complete and fully operational
visit the sile will not in any woy alter the landicrd's and Ses tenant's site—spazific AE-1 Tenont's Plon for non—protalype that ihe mechanical, elecirical and EMS scopes of work are monitorsd Fire Alarm Syztem including complele raloted
confractor's responsibility to construct off work in occordance with locations coordinated ond complete in the fingl documents and provided systems, such as telephone ond powsr, i required for
the approved Final Plans. ’ ot time of bid. : sotisfactory complstion of the landlard's construction

. 5.4 Sonitary sewer lines arg not to be localed belaw lhs soles floor slaly obligotion and for Consiruction Turnover to (he tenant. The -

711 Base building insulation must be sufficient to reach @ minimum n new consiruction. In existing construction, required clzan—auts, if 1214 The current rating of the man servics panal, main bragker ond salisfoctary completion of thus requiremsnt may necassitale
sxlarior wall R value of 19 and g minisium roof “R” valuz of 38 ony, arz to be localed away fram trafiic and public areos with flush cubfeed breakars must zquol or exceed the abealute interrupt early coordination and scheduling of the [CONFIDENTIAL
Chimate, codes ond best enginsering practice moy diclote o higher styls covers. In exisling canstruction, if clzan—ouls can rot be current rating {roct mean squore symmstrical) of the uldlily telscommunications vendor.  Initiote contact ond scheduling
teval of insulalion in order to achieve the ‘lenant’s requirament for relocated from ihe sales floor then ihey must bs lacated (or tronsformar. through the ossigned Ress construction reprasentalive.
an optimura energy efficient building anvelops that is approgfiale relscated) out of traffic aisles (scaaimgRA-1 Aisle ond Firture
for the local climate ond the design criterio levels of heating and Plans) ond instolled with concaaled flush covers finished to match the 1215 Submit complaled electrical plons for review ond approval o ;
cooling. The mechonical enginear—of—recard is to coleulate and adjocent floor covering. N0 EXCEPTIONS. Ross lighting consuliant; Foss EMS ond engineering consullant; 15 CONSTRUCTION — HvsC SYSTEM
recommend the optimum insulation levels that reflect these . ond, Rozs consiruction representalive (se= prototype sheel A0.0
requirements including USDOE recommendsd national zone &5 Roinwater leoders must not wntrude into or b2 localsd on the scles for namss ond  oddressss). 15.1 Ross Slores hos o national account agreement with Lennex
commercial building stadnards in the HYAC. design including ¢ floor. At the front of ithe slore, leaders are fo te brought out cbove industries to supply (at londlord's cost) HVAG products for
requirement for deuble pane insulatzd gloss. the cefling into the enlry feature, concealzd in the flanking ¢columns 1216 Whers and if the local cede requires that the final eleciricol all locations. MO SUBSTITUTIONS OR EXCEFTIONS {see

ond hence under the walk to o storm dramn connection.  Surface connection of the building signing is to be rnade by o stote prelotype sheet A0.0 for Lennox contact infermalion).

7.1% Walls and poriltions are to be losated as dimensionad in the Final autlets, exposed rainwcler lenders and splash blacks are not permitled hcensed eleclricol contractor, then it will be the respensibility of
Plans. All dimensions are considersd to be eritizal and are to be al the entry side of the store nor al any lnzotion whera runoff will : ihe Londlord’s Ceneral Controctor lo insure that those 15.2 Séem;)mtotype sheets M1.0 and M2.0 for
rointained in lhe finished construction to within %" of the final interfzre with pedestrian lroffiic or access. In other arzas of the connections are contgined in the scope of work of the licansed design loyout ond checklist.
plan dimensions EXCEFT that no wall or portition shall be store, roinwoter leadars must be locoted in prior consultotion with ond project Electrical Sub—contractor and thot the scheduling of
construcied so as to intrude inlo o code required accessible route, receive the specific opproval of the Ross store designer so as not to those connections is coordinated with the Ross signing 13.3 Submit compleled mechanical plans with complete
mansuvering space o clearonce or couse any object shown snterfere with the loyoul and use of inferior spaces. if contlicts cortractor ond the Ross construction rzpresentotive calculations for review to Ross EMS and engineer '
mounted to that wall in the tenant’'s plan lo so intrude. occur due to the failurz of the landlord and architect—of-rezord la consultant and to Roes construction represeﬁiaiive S

abtain such prior approval then the londlord will be fiable for all costs 1217 All conduits arz to be installed with end bushings and pull prototyps shest #0.0 and the inttiotion tetler issued by
. gssociated with changas in the lzader focations raquired by the Ross shrings in plase. Rass stors designer for contacl names and oddresses).

3 COMSTRUCTION — DOORS AND WANDCHS construction representative. '

&1 Slersfront framing system to be Kowneer 451 series olumirum in o 0.6 A high copocity direct gravity storm dran connection is requirsd as 13 CONSTRUCTION = AUTOMATIC SPRINKLER SYSTEH 18 CONSTRUCTION - TELEPHGNE /DATA
clear ancdized finish {unless otherwise raquired n tenant’s AE-1 the primaory drainage for the fecessed truck dock well  An cutematic
aite—specific plan elevgtion), with double pane insutated gloss. truck well sump pump is required for sacondary,/emergency drainogz. 131 Provide a compleiz code complianl wet pips sprinkler gystern. 18.1 Ross requires on independent and secure {elechone ond
Garhaert 7-mil ‘Groffitiguard’ film on door giazing and on all ' Serintler hzads shell be srdinary hazard ond ordinary degres dotg serdce with the MPOE ot ihs
storefront window glazing below the +8'—=4" gl horizonal mullion. . temperature rated unless local jurisdiction spcifically requirss a Tzlephone Boerd located in (he electrical
314 Scotehlint HY=23 nighl vision series sun contral windesw film 10 CONSTRUCTION — TOWET ROOH ACCESSIRILITY COMPLIANCE highar rating. At fivshed spaces with ceifings at 2" 0" and rocrn. MO EXCEPTION. The sotisfactory complgtion of thi
applied to the glazing obove the doors and ta oll window glizing . higher, sprinkler hsods shall be semi-racessed type, chroms requiremenl may necessitate eorly cartoct and coardinatic
ohove the +8'-4" aff honzontal mullion on southwest and west 10.1 Frovide complying handicop accessible fixtures, hardwars and plated with chroime recessed conopies. Al finished ceilings below il lhe local telephone service provider.
facing elevations as wzll 05 all unprotecied glazing. accessories in men's ond women's toilet rooms, located to provide 8’ 0" heods shall be full recessed type with white covers:

: positioning and clearances {or ‘approach and opsration required by maonufacturer: ‘Relioble’ or “iking'. At finished spases sprinkler 18.2 Telephone and data service will be ordered by Ross Store

5.2 The prototypical storsfront eniry and exil doors are to be Kownser applicable codes including the Faderal Amaricans with Disabilities Al heads are to be locaizd in the centers of modular tiles and contacl John Ponsi, Ross Stores, §75-9F5-4355. Servic
series 100 narrow stile aluminium doors in @ clear anodized finish and the odopted quidefines of; the specific state within which the store centered uniformly and symimetrically in spoces with hord can not be sstoblished unless coniractor provided and
(unless otherwise required in tenant’s AE-1 site-specific plan is located. Adjust all hordwarz 1o mnsurs comphionce with operating ceilings. Provide flow switchss on risers and lomper switches installed corduit, cablz, backboord, powsr outlet and
glevation}. Both entry (door number 1) ond exit {door numbsr 2) force requiremants. i an all contred voles, including the P, Provide conduit from ground ars complste and in ploce. Service MUST be
doors are to be in a paired configuration (nominat 3’0" leaves, ' PIV valve to fire conlrol panel in building for PIV tamper swilch aclive prior to construction turnover to tenant. The
nominal 6'—0" opaning). Doors ars to have @ 10-inch smcoth 10.2 Frovide complying roule of access to teilet rooms and accassible wire. At the Sales Floor the sprinklers are to bs mountzd at salisfoctary completion of this requirement may necessite
bottom rail; stainless steel offset pivots {lop, botlom and taflat stolis, 2 of above the height of the lighi fodures be sure to account for garly coordination ond scheduting of the Poss
intermadiate); concecled, non-hold open ovarhand door closers sel - the difizrant heighis of the fuarsscent and HID fistures. Insure {zlecommunications vendor.  Initiols contacl and. scheduli
to an operating pressurz of between 4-3/4 and & pounds {or 10.3 Pravide ond install all toilel roerm signs required by lotal ond federdl sprinkler system design takes inte account stockroom shelving through the Ross construction raprasentotive.
greoter if permilled by lacal, stote ond fzderal codss), and jgw ond requlation including ADA Signs must comply with size, text, layaut ond enclosed cempactor.  The Completed Pion submittal _
zquipped with Adems—File thres—peint high securily lucking hordware broiflz and graphic stondards ‘ond be lonated in comphance with is to include the sprinkler plan drawings. At praject turnover 183 The landlsrd's cortractor is responsible for the installole
with drop belt, strike base with dust cover and Best 7-pin opplicable reguislions. ’ deliver two szts of complets sprinkler rs~Luilt drowings with of g direct, dedicated conduit ond 25—pair <oble (2iher
cylinders, Eoch zet of poired doors is to hove ¢ single mterior kay : caleulotions to the Ross construction rzprasentotive. by seif or the service provider from the telephone servi
locking ¢ylindar. Interior ihumb—turns ore not permitied. Daor providers zystem to the Telephone Board;
number 1 (anlry set) is to have @ single exteriar key locking 11 COWSTRUCTICH — LIGHTING 13.2 The riser providing szrvice coverage o thetenont for o sarvice ground at the board; and, for dedicated
cylindar.  Unless specifically appraved otherwise by lhe Fose , space is to be separatz and indspendzal of other arzos of 120vae, 20emp quad cutlst with power. This instollotion
construction representative, no_other edsrior door is to hove on 11.1 All tenont lighting beth intzrior and extarior is io be oblained  from coverage. Riser is 1o be located in the Stock Receiving Ar2a, must be complste in order for lelephone sarvice 1o be.
exlerior keyad lock set Door push/pull horduars is to be Kownzer and supplied by American Wholesale Lighting. N0 EXCEPTIONS.  Ses see A1.0, MO EXCEPTIONS. initigted.
standard interior push bar and exterior pull finished to maich prototype shest A0.0 for contact information.
storefront door. Door number | {entry sel) is lo hawe bath _. 14 CONSTRUCTION - FIRE ALSRM SYSTEM 18.4 Active telephone service is necessory for the satisfactor
interior push ond exterior pull hardwore; deor number 2 (exil sel) 11.2 Submit completed lighting pions for review and approval lo American completlion of the Fire Alarm System insiallation (s2¢ '
is lo hove ‘anly interier push bar. 2l storefrent doors are to have Wholssale Lighting {Ross lighting consultant), C&C Building Eatomotion 14.1 Furnish ond install a complete, fully operational ond fully cude section 14 above).
full weathering and s2als, ADA thresholds and deor landings. (Rass EMS ond enginesring consultont) and Ross canstruction compliant, elactrically supervised, closed cireuit fire alorm systam ,

. representative {see AET0 Issue letiar issusd by Ress storg designer including conduit, wires, boxgs. confrol ponel, sinoke detectors, 18.5 Al low voliags wiring to be provided in whils and musi

23  Storsfront doors org o be provided with code required Signing for names and gddrassse). duct srnoke deteclors, fire olarm annunciator with remots arganized, grouped ond tidy. ' '
{"DODRS TO REMAIN UMLOTKED DURING BUSIHESS HOURS or beyped, heat detsclors, monual pull stations, gudio/visual signal
comparable s required by local authonty). 113 Where cenler axferior sscundy fights da not exist and are nol devices, and sprinkler water flow and suparvisory swilchas. The

athervise required the following shall be provided and sircuitzd from sprinhler switches shall be prowded under work specified in the

84 Daor number 1 is the moain eniry door and employse entry. An center coramon arsa panels ol o maxinwm 100" spacing ond ot project enginesring specification, and comnectzd to the firz olorm
exlariar emplovez signal butlon is lo be located 1n the jamb cide ond rzar doors: Lumork 200-wall high—pressurs sodium sysism by the fire olorm supplisr.
adjocent to door L. hpwi-200 or squal. Whers canopies aceur provide fisture ol 10°-9"

mazimum spacing, éxcept whers surface mouniing is required, provide 14.2 2 squipment comprising the fire alorm syslem shall bz fisled,

85 &l interior doors with the gxceplion of the stockroom {raffic door lightolier 362-48RS or equat at 10" mavimum spacing. lobeled or approved by Undsrurilers Labaralories, Inc. for usg as
are to ba 3 x 7 solid cor birch with paint grade finish, See fire alarm equipment.
pratolype plon shest Al 0 ftogether wilh the door and hardware
schedules tn sheet A8.0 for prototypical focations. required haridware 12 CONSTRUCTION — ELECTRICAL 143 System is to be compatible with ADT monitering inferiace ond
and finishes. capable of being monitared by ADT Security Systems, Inc. ’

12.1 Provids separate sub—panel for NCR units with o minimum of 42, .

86  Slockroom to soles fleor door is o be o paired doubls acting 20arp, 120v cwcuits (include a minimum of 5 spores). HCR 14.4 Ress has o naticnal account with #DT.  Quaslicns oboul the
traffic deor. See door and hardwarz nolss. prototype sheat AB.D sub~panzl is to have g separgte insuloled isolated ground twss for 20T monitoring mteriace and compatibility con be oddressed 10
far spacification. - NCR circuits. Insuloled ground cable te be sized ot 125% of DT techmical contoct, see sheet AQD

subpans! fseder gauge.

3.7 Wilh the excaption of the stursfront doors, alf door iramss arg 10 145 The systam fire conlral pan2l is to be Bosch D7024. NO
be flush hoflow mistal.  Knock—down stvle frames are oot 12 2 Mo more then thres registers may be groupzd on ony one HCR EACEPTIONS
acceptabls circuit.  Only dedicaied 1G/SP orange reqister cullets are permitizd on

regisier circuits. 146 Provide with each duct smeke deteclor one Remote

28 Al non-siorsfront maon deors leading direclly from the nterivr to indicator /Test Swilch, cne sal of sompling tubes, and ong
the exterior are to be 37 x 7' hollow metal insulated doors with 12.3 See prototype drawing "€ shests for prototypical electrical plans, End-of-Lina power supsrvsion relay.
sealsd cores and stainess steel hinges. schedules and details.

14.7 Provide End-of-Lline powst superdsion relay for each zons of

%3 The dock receiving door is 9 591 serizs lhermarore, insulated steel 12.4 Provide the following conduits from front and chack—out disinbulion smoke deteclors.
szelional door by the Overhsod Deor Corporatien, Dallas, Texas. : brxes:

See prototype sheat ALD together with the door ond hordwors 374" Dirly power lo elsclne room sub-pansl : 14.5 Conceal all wiring sxcept in arsa where other sonduit and piping
schedules on shset AB.0 for prototypical locotions, required hardware 3/4" P power to elzclric room sub—panal are exposed.
and firush. ' 1" Cleon powsr to slectric morn NCR sub—pongl

1-1/2" Data to squipmen rocm soncentrator
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