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HOURS OF OPERATION
WORK AUTHORIZED BY BUILDING PERMITS

ALL OPERATIONS AUTHORIZED BY BUILDING PERMITS, INCLUDING THE DELIVERY, SETUP AND USE OF EQUIPMENT, SHALL BE
CONDUCTED ON PREMISES DURING THE HOURS OF 7:00AM TO 6:00PM ON MONDAY THROUGH FRIDAY AND ON SATURDAYS
BETWEEN 8:00AM AND 5:00PM. NO WORK SHALL BE CONDUCTED ON SUNDAYS OR HOLIDAYS OBSERVED BY THE CITY OF SAN
MARCOS. FAILURE TO COMPLY WILL RESULT IN THE ISSUANCE OF CITATIONS. CITATIONS REQUIRE A MANDOTORY COURT

COMPLIANCE WITH DRAWINGS AND SPECIFICATIONS, AND THE ACCURATE
LOCATION OF STRUCTURAL MEMBERS AND OPENINGS FOR
MECHANICAL, ELECTRICAL, AND MISCELLANEQUS EQUIPEMENT.

2. DIMENSIONS

CHECK AND VERIFY ALL DIMENSIONS BEFORE COMMENCING WITH THIS PROJECT.
REPORT ALL DISCREPANCIES TO THE ENGINEER BEFORE PROCEEDING.

(661) 328-9600
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OF STUD PARTITIONS UNLESS OTHERWISE NOTED.

DO NOT SCALE DRAWINGS THE CONTRACTOR SHALL

ROOM IDENTIFICATION PROVIDE A SIGN INSIDE ABOVE MAIN ENTRY DOORS STATING "THIS DOOR TO

USE DIMENSIONS SHOWN ON THE DRAWINGS AND ACTUAL APPEARANCE IN NORTH COUNTY SUPERIOR COURT AND COURT OSTS UP TO $2,701 PER OFFENSE. REPEAT VIOLATIONS WILL LOBBY REMAIN UNLOCKED WHEN BUILDING IS OCCUPIED”. MINIMUM 1” HIGH LETTERS.
FIELD MEASUREMENTS. NOTIFY THE ENGINEER IF ANY RESULT IN SUSPENSION OF ALL WORK ON PREMISES UNTIL THE CITY DETERMINES THAT APPROPRIATE MEASURES ARE IN |— ROOM NAME
DISCREPANCIES ARE FOUND. PLACE TO PREVENT ANY HOURS OF OPERATION VIOLATIONS. S01 L—— ROOM NUMBER
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