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GENERAL NOTES VICINITY MAP BUILDING DATA THESE PLANS ARE NOT
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T e v WORK POINT, g
1. GENERAL 3. DOORS APPLICABLE CODES {} CONTROL POINT PLUMBING OCCUPANCY ANALYSIS UNLESS A TWET STAVP &
ALL WORK PERFORMED UNDER THIS CONTRACT UNLESS OTHERWISE NOTED DOORS SHALL BE
SHALL CONFORM WITH THE APPLICABLE PORTIONS LOCATED AS FOLLOWS: TITLE 19 PUBLIC SAFETY CBC UFC OR DATUM POINT PER CPC 412.3 EXCEPTION #3 BUSINESS OCCUPANCIES WITH LESS THE ENGINEER OF RECORD
AND EDITIONS OF THE FOLLOWING CODES. A WHERE DOOR FRAME IS NEXT TO ADJACENT WALL THAN 1500 SQ. FT MAY BE DESIGNED WITH ONE TOILET FACILITY. AND A APPROVAL STAMP
A. CALIFORNIA ADMINISTRATIVE CODE. " EDGE OF DOOR OPENING TO FACE OF WALL OR TITLE 20 PUBLIC UTILITY UPC NEC WITH A "WET STAMP &
B CEJIESEN& le.(l)li_DZI:l-G CODE, 2007 EDITION CABINET = 5" o il SIGNATURE” FROM THE
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S A M CAE S ODE, 200 E o C. AS DIMENSIONED ON TYPICAL LAYOUT OF PARTICULAR ROOM, o ¢ UILDING $ S UMC . SECTION AGENCY ARE PRESENT.
E. CALIFORNIA ELECTRICAL CODE, LATEST EDITION - iy L SECTION IDENTIFICATION
F PUBLIC HEALTH CODE OF THE CALIFORNIA 5. CEILING _, s & w¥ e CALIFORNIA MECHANICAL & PLUMBING CODES SHEET WHERE SECTION IS DRAWN

STATE DEPARTMENT OF PUBLIC HEALTH AND
LOCAL HEALTH DEPARTMENT.
G. CALIFORNIA OCCUPATIONAL SAFETY AND HEALTH
ACT, (CAL/OSHA), TITLE 8 "GENERAL SAFETY ORDERS”.
H. RULES AND REGULATIONS OF THE
STATE AND LOCAL FIRE MARSHALS.
J. AD.AAG.
SPECIFICATIONS ARE A PART OF THIS CONTRACT
AND SHALL TAKE PRECEDENCE OVER DRAWINGS.

DETAILS MARKED TYPICAL ON DRAWINGS ARE INTEND
TO SHOW TYPICAL CONDITIONS FOR THE ENTIRE PROJECT
AND ARE TO APPLY WHERE SIMILAR CONDITIONS OCCUR.

THE GENERAL CONTRACTOR SHALL BE RESPONSABLE FOR VERIFICATION
AND COORDINATION WITH OTHER CONTRACTORS TO ASSURE
COMPLIANCE WITH DRAWINGS AND SPECIFICATIONS, AND THE ACCURATE
LOCATION OF STRUCTURAL MEMBERS AND OPENINGS FOR
MECHANICAL, ELECTRICAL, AND MISCELLANEOUS EQUIPEMENT.

2. DIMENSIONS

CHECK AND VERIFY ALL DIMENSIONS BEFORE COMMENCING WITH THIS PROJECT.
REPORT ALL DISCREPANCIES TO THE ENGINEER BEFORE PROCEEDING.

CEILING HEIGHT SHALL BE 8'—Q" IN OFFICE ,, -
FROM FINISH FLOOR TO CEILING. e

CEILING SUSPENSION SYSTEMS SHALL BE STABILIZED

AGAINST LATERAL MOVEMENT IN ACCORDANCE WITH THE ' ,,
REQUIREMENTS OF THE CBC, 2007 EDITION V ' 2007 CALIFORNIA ELECTRICAL CODE |

6. PARTITIONS
TYPICAL PARTITION SHALL BE 2¥4 STUDS WTH 1/2" GYPSUM BOARD co N S U LTANTS
BUILDING DESIGN / STRUCTURAL

ON EACH FACE TO A HEIGHT OF 8—6". STUD SPACING SHALL BE 16” o.c.
PASQUINI ENGINEERING

7. EXITS
ALL EXIT DOORS SHALL BE OPENABLE FROM THE INSIDE 903 "H" STREET, SUITE 300
BAKERSFIELD, CA. 93304

WTHOUT USE OF KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT.
(661) 328-9600
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(UNFOLD ELEVATIONS CLOCKWISE.
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2008 TITLE 24 ENERGY EFFICIENCY STANDARDS

BUILDING OCCUPANCY 2
B- PER 2007 CBC 303.1 EXCEPTION 1 >

OCCUPNAT LOAD LESS THAN 50 PERSONS
SHALL BE CLASSIFIED AS GROUP B

CONSTRUCTION TYPE
VB SPRINKLERED

DETAIL

—— DETAIL IDENTIFICATION
SHEET WHERE DETAIL IS DRAWN

ALL WORK SHALL COMPLY WITH THE 2007 CALIFORNIA BUILDING CODE, 2007 CALIFORNIA EXP. 12/31/10
MECHANICAL CODE, 2007 CALIFORNIA PLUMBING CODE , 2007 CALIFORNIA ELECTRICAL CODE,

2008 ENERGY EFFICIENCY STANDARDS.

DIMENSIONS SHOWN ON THE DRAWINGS ARE TO CENTER
LINE OF STUDS, COLUMN OR GRID LINE OR TO FACE
OF STUD PARTITIONS UNLESS OTHERWSE NOTED.

DO NOT SCALE DRAWINGS THE CONTRACTOR SHALL
USE DIMENSIONS SHOWN ON THE DRAWINGS AND ACTUAL
FIELD MEASUREMENTS. NOTIFY THE ENGINEER IF ANY
DISCREPANCIES ARE FOUND. 301

PROVIDE A SIGN INSIDE ABOVE MAIN ENTRY DOORS STATING "THIS DOOR TO
REMAIN UNLOCKED WHEN BUILDING IS OCCUPIED”. MINIMUM 1” HIGH LETTERS.

PROVIDE ILLUMINATED EXITS SIGNS PER CODE REQUIREMENTS PRINTE’I‘:‘) 12/3/2010

ROOM IDENTIFICATION

L ROOM NAME
L——— ROOM NUMBER

LOBBY




