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1. CONTRACTOR SHALL FIELD VERIFY THE EXACT LOCATION AND DEPTH OF

THE EXISTING SEWER LATERAL PRIOR TO CONSTRUCTION

2. NEW SEWER LATERAL SHALL BE SLOPED MIN. OF 1/4-INCH PER FOOT.

3. THE NEW LATERAL SHALL BE CONNECTED TO THE EXISTING SEWER

LINE IN ACCORDANCE WITH CITY STANDARDS.

4. CONTRACTOR SHALL FIELD VERIFY THE EXISTING INVERT ELEVATIONS

SEE EXISTING PLANS C-5 UNDER UTILITY AND C-3 UNDER PRECISE GRADING.

WATER LINE CONSTRUCTION NOTES:

1

2

3

4

CONNECT 1-INCH NEW WATER LINE TO THE EXISTING 1 1/2-INCH LINE AT POINT OF CONNECTION

CONNECT THE NEW WATER LINE ABOVE THE CEILING TO THE CAR WASH EQUIPMENT ROOM.

1

2

WATER DISTRIBUTION AND CONNECTIONS PER CAR WASH MANUFACTURER.

CAR WASH EQUIPMENT CONTRACTOR SHALL PROVIDE THE PLUMBING BEYOND THE 1-INCH POC

4

5 EXISTING WATER LINE TO REMAIN

5

5

5

5

SEWER LINE CONSTRUCTION NOTES:

1

2

3

4

TRENCH AND INSTALL 4-INCH SEWER LINE FROM CAR WASH CLARIFIER TO THE EXISTING SEWER.

VERIFY THE CONNECTION POINT TO THE EXISTING SEWER TO SLOPE 1/4-INCH PER FOOT.

INSTALL NEW SEWER CLEAN OUT (SEE SHEET C-7, DETAIL 13)

INSTALL 4-INCH SEWER LINE FROM CAR WASH CATCH BASIN TO THE NEW CLARIFIER.

4
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2

STORM DRAIN LINE CONSTRUCTION NOTES:

5
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7

RELOCATE 1000 GALLON EXISTING SITE CLARIFIER (SEE SHEET C-5)

EXTEND AND ADJUST THE DRAIN PIPES PER PLANS (SEE SHEET C-5)

EXISTING TO REMAIN
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MATERIAL STORAGE AREA

SYMBOLS:

SEE EROSION CONTROL NOTES (SHEET C-3.1)

TYPICAL CURB AND UNDERGROUND UTILITY COTAINMENT (SEE C-5 & C-6)
N.T.S.

A-13


