_FOUNDATION NOTES

. ALL CONTINUOUS EXTERIOR AND INTERIOR BEARING WALLS FOOTINGS
(SHEAR ¢ NON-SHEAR) SHALL HAVE 5/&" DIAMETER X 2" A.B.'S.WITH
3" X 3" X 1/4" WASHERS, MIN. 7" EMBEDMENT ONTO CONCRETE, AT
72" O.C. UNLESS NOTED OTHERWISE ON PLANS. ONE ANCHOR BOLT
SHOULD BE LOCATED MAX. |2" AWAY FROM THE END OF THE SILL
PLATES. MIN. (2) A.B.'S. PER SILL PLATE PER SHEAR PANEL.

2. ALL HOLDOWNS AND POST ANCHORS SHALL BE INSTALLED ACCORDING
TO SIMPSON STRONG TIE SPECIFICATIONS AND REQUIREMENTS OF ICC
ESR # 2330 AND SHALL BE TIED IN PLACE PRIOR TO FOUNDATION
INSPECTION.

3. MIN. CONCRETE WIDTH SHALL BE 8" FOR RECEIVING MPAs. AND
STHD 1 4s. VERIFY LOCATIONS OF HOLDOWNS AND ANCHOR BOLTS
WITH ROUGH FRAMING TO ASSURE PROPER AND ACCURATE
INSTALLATION.

4. PROVIDE MINIMUM (2)#4 REINFORCING BAR AT TOP AND (2) #4 AT BOTTOM
FOR ALL CONTINUOUS FOOTING IN ADDITION (1) #4 BAR EXTRA FOR
ELECTRICAL GROUND. LOCATION TO BE VERIFIED WITH ELECTRICAL
CONTRACTOR.

5. CONCRETE STRENGTH SHALL BE MINIMUM 2500 PSI.

6. FOUNDATION DRAWING SHALL REFLECT THE STRUCTURAL REQUIREMENT
ONLY. REFER TO ARCHITECTURAL PLANS FOR DIMENSIONS NOT SHOWN.
ACCURACY OF THE DIMENSIONS AND FINAL FIT OF THE BUILDING SHALL
BE REVIEWED BY THE ARCHITECT AND THE CONTRACTOR PRIOR TO
CONSTRUCTION.

7. WAITING PERIOD FOR CONCRETE SLAB-ON-GRADE PRIOR TO START OF
CONSTRUCTION 1S AS FOLLOWS:

. WALK ON SLAB 24 HOURS AFTER CONCRETE HAS BEEN POURED.

. BEGIN WALL FRAMING 4-5 DAYS AFTER CONCRETE POUR.

. BEGIN ROOF/FLOOR FRAMING 7-10 DAYS AFTER CONCRETE POUR.

. DO NOT LOAD ROOF PRIOR TO 14 DAYS AFTER CONCRETE POUR.
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6. THE MAXIMUM SOIL BEARING PRESSURE IS 1500 PSF.

9. VERIFY ALL DIMENSIONS SHOWN WITH ARCHITECTURAL PLANS. NOTIFY
ARCHITECT OF ANY INCONSISTENCY.

10. DEEPEN FOOTING @ HARDY FRAME AS REQUIRED TO ACHIEVE THE A.B.
DEPTH +3" COVER.

| 1. NO SOIL REPORT PROVIDED AT THE TIME OF STRUCTURAL DESIGN.
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~ANCHOR BOLT SCHEDULE

E 5/8" DIAMETER X 12" ANCHOR BOLTS @ 32" O.C.

TO REPLACE MISSING OR MISLOCATED ANCHOR BOLTS, USE DETAIL (4/SD1).

SILL PLATE SILL PLATE
S.W. TYPE WALL SHEATHING NAILING ANCHOR BOLTS
ON WOOD FLOOR | ON FOUNDATION
7/8" STUCCO OVER BACKED LATH WITH | 6 GAUGE STAPLES
AT 6" O.C. ALONG EDGES AND FIELD SHALL BE APPLIED IN lcd SINKER | 5580 @ % 12
9 ACCORDANCE WITH ICBO REPORT NUMBER 1318, JULY 1996 @ & OC. @ 32" O.C.
WITH | | GAUGE GALVANIZED WIRE | I/2" LEG AND 7/16"
CROWN ..o (180 PLF)
3/8" APA RATED PLYWOOD WITH 8d COMMON NAILS AT I6d SINKER | 5/8" @ X 12"
6" O.C. EDGES AND [2'0.C. FIELD.....oco....... (230 PLF) @ 4" O0.C. @ 32" O.C.
15/32" APA RATED PLYWOOD WITH &d COMMON NAILS AT I6d SINKER | 5/8" @ X 12"
4'0.C. EDGES AND | 2"0.C. FIELD......oovo..... (350 PLF) @ 3" O.C. @ 32" O.C.
| 5/32" STRUCTURAL | PLYWOOD WITH 8d COMMON NAILS AT | 6d SINKER mu@\o_ % o_ m
3'0.C. EDGES AND 12'0.C. FIELD ( | Jovvvevvnn... (550 PLF) @3 0C | (3L PiaTe)
1 5/32" STRUCTURAL | PLYWOOD WITH | O0d COMMON NAILS rm%mm_r& x@mw__ mm%__@@ w _%__
EYISTING AT 3'0.C. AT EDGES AND | 2'0.C.FIELD ( | ).......... (665 PLF) oc uney |@Xen Fiare
FOUNDATION 5/32" STRUCTURAL | PLYWOOD WITH |0d COMMON NAILS Jeoms | o2 X e
mwu AT 2'0.C. AT EDGES |2"0.C. FIELD (| )evevvovven... (&70 PLF) S ey |axeL riate
g (1) PROVIDE 3" NOMINAL OR WIDER FRAMING AT ADJOINING PANEL
_— EDGES WITH NAILS STAGGERED FOR SHEAR PANEL TYPES 4, 5 AND G.
(1) PROVIDE 3 X MUD SILL PLATE WITH NAILS STAGGERED FOR SHEAR
PANELS TYPE 4, 5 AND 6
AN * D RUN PLYWOOD OVER POST AND/OR APPLY PLYWOOD BEFORE BOX-OUT
mx_mjzmkx/
FOUNDATION

_FRAMING NOTES

A.  BALLOON FRAMED WALLS USE 2X4 STUDS @ 16" O/C TO 10-0" IN HEIGHT
OVER 10-0" USE (2) 2X4 STUDS AT 16" O/CTO 17-6" IN HGT. FOR WALLS
OVER |7'-€" IN HEIGHT USE (2) 2X4 STUDS AT 12" O/C (U.O.N.)

B.  SPLICE PLATES OF EXTERIOR WALLS AND SHEAR WALLS W/(12) | 6d AT
4'-0" SPLICE (U.O.N.)

C.  PROVIDE 4X POSTS AT ALL HOLD DOWNS (U.O.N.)

D.  ALL FRAMING HARDWARE TO BE "SIMPSON STRONG-TIE CO" OR
APPROVED EQUIVALENT.

E.  PROVIDE 4X4 POSTS AT EACH END OF 4X 10 OR LARGER MEMBERS

USE (2) 2X STUDS AT EACH END OF 4X8 OR SMALLER MEMBERS. (U.N.O.)
A PROVIDE MULTIPLE STUDS AT EACH END OF 4X& OR SMALLER MEMBERS.
EXISTING S (U.O.N.)

FOUNDATION \
‘/ F. PROVIDE MULTIPLE STUDS UNDER MULTIPLE JOISTS.

/
\ G.
/

EXIST'G
FOOT'G

INDICATES SHEAR WALL (SEE SHEAR SCHEDULE).

"WATER/ WEATHER PROOFING

WE " FARAH ENGINEERING " ARE NOT IN ANY WAY OR CONDITION LIABLE FOR
ANY WEATHER/WATER PROOFING DETAILS,MATERIALS OR METHODS
THIS SHALL BE OBTAINED BY OTHER'S EG. ARCHITECTS,CONTRACTORS OR BUILDERS.

2 H. BA N INDICATES BEAM OR HEADER AND SPAN.

INDICATES INTERIOR NON-BEARING WALL.

INDICATES INTERIOR BEARING WALL.

FOUNDATION PLAN FRAMING SCHEDULE

1/4"=1-0" NOTES APPLY ONLY WHEN REFERENCED BY PLAN.

BALLOON FRAMED WALL.

BALLOON FRAMED WALL TO BOTTOM CHORD OF TRUSS.

2X6 STUDS @ 16" O.C.

2X4 STUDS @ 16" O.C.

2X4 DIAGONAL SWAY BRACE-CUT INTO TOP PLATES (1 0'-O" MIN.LENGTH).
POINT LOAD FROM ABOVE FLOOR.

BEAM TO BE FLUSH W/JOISTS. PROVIDE JOIST HANGERS AT BEAM.

BELOW JOIST W/JOISTS OVERLAPPING AND CONTINUOUS 2X4 BLOCKING
@ JOIST OVERLAP.

9. 30" SQUARE ATTIC ACCESS.

0. LINE OF FAU IN ATTIC. SEE MECH/ELEC. PLANS. FRAME AS REQUIRED
TO ACCOMMODATE LOAD.

|'I. LINE OF CEILING BREAK. SEE PLAN FOR HEIGHTS.
2. SKYLIGHT SEE FLOOR PLAN FOR MORE INFO.

3. LINE OF 2X BLOCKING WITH EDGE NAILING AND WITH CS 16 STRAP TO
CONNECT ALL BAYS.

4. LINE OF FULL HEIGHT BLOCKING.

5. HOLDOWN STRAP FROM FLOOR ABOVE.

| 6. CONT. PLYWOOD SHEAT'G UNDER CALIFORNIA FRAMING.
I'7. LINE OF FLOOR ABOVE.

8. HANGER PER TRUSS MANUFACTURE.

9. 2X& FULL HEIGHT STUDS D.F.#1 @ 12'0.C.
OR 2-2X6 FULL HEIGHT STUDS D.F.#2 @ 16" O.C.

S

4 X 6 POST
W/ HDUS

576236

'FRAMING LEGEND

AA Q vv 2 X 6 ROOF RAFTER @ 16" O.C.

DESIGN LOADS

<) 516236 |- ROOF DEAD LOAD 5.0 PSF.

FOOD Z\VWA‘_J RS ey, 2. ROOF LIVE LOAD = 20.0 PSF.
BUILDING Amv 3- WIND : EXPOSURE" C"

1,988 sf' (E) O 4- WIND SPEED : 85 MPH.
, 5- SITE CLASS "D "

G- 55=1.436 Sms=1.435

51=0.509 Sm|=0.764
)\ Fa=1.0 SDs=0.959
&, Fv=1.5 SD1=0.509
Sy,
>\@

List of work requiring special inspection:

[ ] S0ILS COMPLIANCE PRIOR TO FOUNDATION INSPECTION [ ] FieLo wetome
[ ] STRUCTURAL CONCRETE OVER 2500 psi [ ] Hicr sTRENGTH BOLTING
[ ] PrESTRESSED CONCRETE [X] exPANSION EPOXY ANCHORS
| ROOF FRAMING PLAN | [ ] sTRUCTURAL MASONRY [ ] SPRAYED-ON FIREPROOFING
4= 10" [ ] pesiener sPeciFieD [ ]omHeR s

[ ] STRUCTURAL SHEAR PANELS (TYPE 4, 5, ¢ ©)

| 787 POMONA RD, UNIT K
CORONA CA, 925680

FARAH ENGINEERING INC.

faraheng@sbcglobal.net

TEL. (951) 738-1215 FAX(951) 735-1153
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ROOF FRAMING

No. C-051477
Exp. 06/30/12

1/4"=1"-0"

DESIGN BY:
FADY

DRAWN BY:
BRYAN




