NOTE:
INSTALLATION OF SOIL AND DRAIN PIPES IN FOOD HANDLING ESTABLISHMENTS
WILL COMPLY WITH SECTION 318.0 CPC. GENERAL PLUMBING NOTES

Fax: (661) 328-9030

Telephone: (661) 328-9600

BUILDING DRAIN AND VENT PIPING MATERIALS SHALL COMPLY WITH SECTIONS 1. DRAINAGE, WASTE, AND VENT PIPING TO BE PVC—DWV
701.0 AND 903.0 OF THE CALIFORNIA PLUMBING CODE. 2. HOT AND COLD WATER PIPING TO BE TYPE "L” COPPER
3. CONDENSATE DRAIN PIPING TO BE TYPE "L” COPPER
AGENéerL SANITARY SYSTEM MATERIALS SHALL BE LISTED BY AN APPROVED LISTING 2+ SECONDARY DRAIN PIPING TO BE TYPE "L” COPPER :
: 5. GAS PIPING TO BE SCHEDULE 40 BLACK STEEL W/MALLEABLE FITTINGS =
FLOOR DRAINS OR SIMILAR TRAPS DIRECTLY CONNECTED TO THE DRAINAGE 6. SELF CLOSING/ METERING VALVES ON ALL LAVS EXCEPT FOR PRIVATE OFFICES S
, SYSTEM AND SUBJECT TO INFREQUENT USE SHALL BE PROVIDED WITH AN 7. PROVIDE CLEAN OUTS EVER 100 FEET
1/2" TRAP PRIMER SUPPLY _ MAY EXTEND AS AROVED T A e e THERE WA eh SEAL & 8. STAINLESS STEEL REDUCED PRESSURE; BACKFLOW PREVENTER SHALL BE USED IN THE POTABLE y
- WASTE OR VENT WATER SUPPLY TO CARBONATORS. 7
DOMESTIC WATER LINE FOR WALL PERMANENT VACUUM BREAKERS SHALL BE INCLUDED WITH ALL HOSE BIBS 9. NO WATER LINES TO BE RAN UNDER CONCRETE BUILDING SLAB )
[ CONSTRUCTION SEE CLEANOUT PLUG y _}
: ) ARCH. DRAWINGS = —~_ EACH FAUCET SHALL NOT EXCEED A WATER FLOW OF 2.2 GPM. Z g 3
|- 83
DISTRIBUTION —— TRAP PRIMER VALVE gggngRSUNK CROSS CONNECTION PROTECTION SHALL BE PROVIDED AT ALL POTABLE WATER PLUMBING FIXTURE SCHEDULE gé
(/)]
UNIT. FOR 5 < PROVIDE ACCESS DOOR SLJIEE_I:__II_I;Z'\I? 1A(\)P3F;LIANCES AND EQUIPMENT (OTHER THAN THOSE LISTED IN INFORMATION ARK | DESCRPTION @ :
LINES ———— - | AT T.P. ASSEMBLY C.l. CLEANOUT TEE : Eo
BBy e ~___ POLISHED SSS. < FROVIDE EXPANSION TANK OR OTHER APPROVED METHOD OF RELIEVING @ FLOOR SINK "CECO” 906-2C 2'W, 1 1/2. T
SLEEVE PRIMER LNE  ___ FLOOR ACCESS COVER ' ' 8 a
THRU = FLOOR SLAB L . ROUTING AND TERMINATION OF FLUE FOR WATER HEATER SHALL COMPLY WITH
SLAB DRAIN ——— A - o CH. 5, CPC 2007.
= - —
= [ WASTE LINE WATER HEATER SHALL BE ANCHORED AND STRAPPED TO RESIST HORIZONTAL
. LENGTH TO_ SUIT e COMBINATION 1/8” DISPLACEMENT DUE TO EARTHQUAKE MOTION PER SECTION 508.2 CPC.
S /ﬁ BEND AND “WYE” 3 COMPARTMENT SINK AND PREP SINK TO DRAIN
INDIRECTLY TO FLOOR SINK WITH 1” AIR GAP.
ALL PIPING TO BE PVC.
/- WASTE LINE WATER CLOSET BOWLS USED FOR PUBLIC USE SHALL BE
ELONGATED IN DESIGN AND EQUIPPED WITH AN OPEN FRONT
6 - FLOW 5 ~—_V.C. STOPPER AT CPC 2007 SEC. 408
END OF LINE AS NEEDED FOR ACCESSIBLE WATER CLOSET, THE FLUSH VALVE SHALL BE

MOUNTED ON THE WIDE SIDE OF THE TOILET. CAL. STATE
DISABLED ACCESS MANUAL

BUILDING SEWER SHALL BE RUN IN PRACTICAL ALIGNMENT AND
A UNIFORM SLOPE OF ONE—FOURTH (1/4) OF AN INCH PER
FOOT. CPC 2007 SEC. 718.1

o TRAP PRIMER SCHEMATIC @ WALL CLEANOUT TYPICAL BUILDING SEWER SHALL BE LAID IN A FIRM BED OF APPROVED
: MATERIAL. SAND IS PREFERRED. CPC 2007 SEC. 718.2

VENTS FROM INDIRECT WASTE PIPINGS SHALL NOT COMBINE
WITH ANY SEWER CONNECTED VENT, BUT SHALL EXTEND
SEPARATELY TO THE OUTSIDE AIR. CPC 2007 SEC. 803.0
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THESE PLANS ARE NOT
FOR CONSTRUCTION

L UNLESS A "WET STAMP &
SIGNATURE” FROM BOTH
THE ENGINEER OF RECORD
AND A APPROVAL STAMP
WITH A "WET STAMP &
SIGNATURE” FROM THE
LOCAL GOVERNING
AGENCY ARE PRESENT.
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PLUMBING PLAN

SCALE: 1/4" = 17-0O"
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